
Sumitomo Heavy Industries Marine & Engineering Co., Ltd.

Features
1.	Optimized	Hull	form	for	high	propulsive	efficiency
2.	Sumitomo	Stern	System	(Duct,	Propeller	and	Rudder)	for	
high	propulsive	efficiency	and	good	maneuverability	

3.	SOx	scrubber	for	SOx	emissions	removal
4.	Aero	shaped	superstructure	for	wind	drag	reduction
5.	Straight	lined	mooring	arrangement	for	safer	SPM		
operation
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Contents By Builder By Ship TypePENELOPE 115,000 DWT Crude Oil Carrier

PRINCIPAL PARTICULARS
Length	(b.p.)	........................................................................................................239.67	m
Breadth	(mld.)	........................................................................................................44.00	m
Depth	(mld.)	...........................................................................................................21.55	m
Gross	tonnage	..........................................................................................................60,000

Deadweight	....................................................................................................115,000	MT
Main	engine	....................................................Mitsui-MAN	B&W	6G60ME-C	10.5
MCR	(kw× rpm)	................................................................10,300	kW	×	75.9	rpm
Classification	.......................................................................................................................LR
Builder		.......Sumitomo	Heavy	Industries	Marine	&	Engineering	Co.,	Ltd.


